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FOREWORD 

This is the second quarterly report on the work performed 

by Douglas Aircraft Company under USAF Contract AF Ol4-(6ll)-8l8^ 

during the Interim from 15 July 1962 to 15 October 1962.  The 

contract is a 13-month research and development program direc- 

ted toward design, development, fabrication, and testing of 

lightweight motor case segments, culminating in a design 

applicable to large segmented solid propellant rocket motors. 

V 



ABSTRACT 

This i« an interim report on a research and development program directed 

toward design, development, fabrication, and testing of lightweight motor 

case segments, culminating in a design applicable to large (l60- to 2i+0-in. 

dia.) segmented solid propellant rocket motors. 

A summary of work accomplished on the bench test program and on the ^3-ln. 

dia. subscale segments is included. Completed tests are described in detail. 

A computer program developed for the determination of stresses in lap Joints 

and a revised strength analysis (originally presented in Quarterly Progress 

Report No. 1) are included in the Appendices. 
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1.0 .IHTRODUCTIOW 

1.1 Suamary of  Program Scope and. Approach 

This document is the second quarterly progress report 1'or Contract 

No. AF 04.(öll)-öltW- sponsored by Rocket Research Laboratories, Edwards, 

Caliromia.  The objective of this contract is to conduct a ccmprehensive 

program for the design, analysis, development, fabrication, and testing of 

a complete 43-in. dia. subscale solid propellant rocket motor segment. An 

optimum segment design will be determined which will incorporate minimum 

weight, high reliability, easy segment assembly and disassembly, and low 

over-all cost.  In addition, the feasibility of scaling the subscale 4-3-in. 

dia. segment to full size 160 and 240-in. diameters will be determined. 

Propellant and aerodynamic heating, flight and ground handling loads, and 

fabrication techniques expected for the full-size segments will be considered. 

1.2     Summary of Progress Reported in (Quarterly Progress Report No. 1 

The first Quarterly Report included discussions of the basic motor 

case segment design concept, of the design of a 43-ln. dia. subscale motor 

case segment, and or the test programs being conducted to implement sequent 

design. Work accomplished on the 43-in. dia. segments and on the test pro- 

gram was summarized, and completed tests were described in detail.  Drawings 

of the 43-in. dia. segment and its proof test assembly were included. Ana- 

lytical techniques developed to assist in segment design and a strength 

analysis of the 43-ln. dia. segment were presented in the Appendices. 

1.3     Summary of Work Accomplished from 1^) July 19b2 to 1> October 1962 

All work is progressing on schedule, except as noted below, and has 

been accomplished within the originally established budget with approximately 

40^ of the total program budget having been expended as of 1^ October 19b2. 



A brief summary of vork accanplished during the current report 

period follows. The topics listed are presented in greater detail in the 

Discussion (Section 2.0). 

a. Development of Computer Program 

A computer program has been developed for the determination of 

shear and direct stresses in a lap Joint. (See Discussion and 

Appendix A.) 

b. Revision of Strength Analysis 

The strength analysis presented in Appendix A of Quarterly 

Progress Report No. 1 has been revised.  (See Discussion and 

Appendix B.) 

c. Non-Scheduled Testing 

Fifty NOL (Naval Ordnance Laboratory) rings and eight cloth 

laminate flexural test specimens have been tested to assist 

final selection of a resin-glass system. 

d. Development of Pre-Preg Tape 

A fiberglas tape-making machine is now operational and is being 

used to develop pre-impregnated fiberglas tape for the con- 

struction of bench test specimens and ^3-in. dia. segments. 

e. Status of Bench Test Program 

Testing of the six 6-in. dia. by lö-in. long segmented joint 

bench test specimens is approximately eight weeks behind schedule. 

This delay is primarily because of a decision to fabricate and 

test the specimens one at a time so that any modifications indi- 

cated by test results can be integrated into the design and 

fabrication of subsequent specimens. 
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Fabrication of the l6-in. dia. by .12-in. long compression test 

cylinders is approximately 2 veeks behind schedule, but this lag 

vill not affect fabrication and testing of other items. 

Two 3-in dia. by 9-±n.  long burst test cylinders have been 

tested in addition to the twelve cylinders reported in 

Quarterly Progress Report No. 1.  Ten 4-in. dia. by 9-in.  long 

interlaminar shear tension test specimens and six h.   in. dia. 

by h—l/2-in.  long interlaminar shear, metal-to-glass, compres- 

sion test specimens have been tested. Also, a clamp pull test, 

and one 6-in. dia. by l8-in. long segmented joint test speci- 

men have been tested. 

f.  Status of ^3-In. Dia. Segments 

Tooling and detail parts for fabrication of the ^3-in. dia. 

segments are being constructed and two of the it-3-in. dia. test 

closures are completed. Fabrication of the first U3-in. dia. 

segment is behind schedule approximately four weeks due to 

difficulty which was encountered in completing the tooling. 

This situation has been corrected, however, and no further 

delays are expected. 



2.0      DISCUSSION 

A discussion of work accomplished during the current report period 

follows. A general discuesion of the U3-in. dia. subscale segments and the 

bench test program was included in Quarterly Progress Report No. 1 and will 

not be repeated in this report. i 

2.1      Development of Computer Program 

A 7090 Computer Program, Fkhy,  has been developed for the deter- 

mination of shear and direct stresses in lap joints.  The analytical tech- 

niques presented in Appendices B, C, and F of Quarterly Progress Report No. 1 

can be used to predict stressen in lap joints. However, the techniques are 

valid only for lap joints of constant thickness and for lap joints which 

taper to zero thickness. The techniques can be used, however, to estimate 

the dlraensicns for a particular lap joint. These dimensions can then be 

used as inputs to the computer program from which exact values of stresses 

will be obtained. 

2.2      Revision of Appendix A of Quarterly Progress Report No. 1 

The expression for Z given in Appe^ix A (Strength Analysis) of 

Quarterly Progress Report No. 1 is incorrect. The strength analysis has 

been corrected and appears in Appendix B of this report.  The values of Z 

obtained ueing the corrected expression for Z were larger than the original 

values. Therefore, since stress decreases as Z increases, higher Margins 

of Safety were obtained. The minimum Margin of Safety for the joint com- 

posite section given in the Strength Analysis of Report No. 1 was -.018 while 

the minimum value is zero in the corrected analysis. 



2.3     Non-Scheduled Testing 

In addition to scheduled bench testing (see Section 2.5 below) 

several contributary tests have been conducted to assist final selection of 

a resin-glass system for the construction of the 43-in. dia. subscale seg- 

ments.  A description of these tests follows: 

2.3.1 NOL Ring Tests 

Twenty NOL rings were tested to evaluate the effect of different 

cure cycles on strength values.  The results of the tests are shown in Table 

1 and indicate that cure cycle No. 1 (2 hours at 2000F and k  hours at 250 F) 

gives the highest tensile strengths.  The resin is not completely cured 

with cure cycle No. 1 and therefore has a higher elongation than it would 

have if completely cured. This Increased elongation may have caused the higher 

tensile strengths.  Thirty additional NOL rings were testid to evaluate various 

resin systems. The results of the tests are shown in Table 2 and show that 

Epon 828/CL and ERLA 2256/ZZL082O resin systems give the highest tensile 

strengths. Each of the five resin systems evaluated were fully cured as 

Indicated in the table of test results. 

All 50 NOL rings were 2-5/8 inch I.D. and were prepared per 

MKD-1P20019 (Materials Requirement Drawing) using 360 turns of single end 

HTS glass. 

2.3.2 Flexural Tests 

Eight l/8-inch by 1-inch by U-inch No. l^ cloth laminates were 

flexural tested to determine flexural strengths and moduli of flberglas as 

a function of cure cycle. The specimens were prepared and tested per Douglas 
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DLP 13-303 (Douglas Laboratory Procedure) with results as shown in Tahle 3- 

The results indicate that higher flexural strength values are obtained with 

a cure of 3 hours at l80OF, 2 hours at 250OF, and 2 hours at kOO F than with 

a cure of 3 hours at l80OF and 2 hours at 250 F. 

2.k Development of Pre-Preg Tape 

A Douglas-funded tape-making machine has been completed (except for 

correction of a few minor imperfections) and suitable tape is being produced 

(see Figures 1 and 2).  The longitudinal plies of the bench test specimens 

currently under construction are being made from tape produced on this 

machine.  The machine tape is a much better quality tape than the "interim" 

tape used in the first bench test specimens. Presently, the resin content 

of "machine" tape is varying from 13 to 22 percent. This variation is less 

than that of the "interim" tape.  However, the variation is still too large 

and work is continuing to develop tape with a more constant resin content. 

2. 5      Bench Testing 

Two types of bench tests have been added to the eight original 

types described In Quarterly Progress Report No, 1.  One of these tests is 

a clamp pull test for determining clamp strength and the other is a wedge 

shear test for evaluating a new stave anchoring concept which may prove 

superior to the existing anchoring concept. The ten types of bench test 

specimens are shown in Figures 3 and k.    The testing and fabrication status 

of the bench test program is as follows. 

I 
I 

I 
I 
I 
I 
I 
I 
I 
I 
I 

I 

2.5.1    3-In. Pia, by 9-ln. Long Burst Test Cylinders 

Two 3-In. dia. by 9-ln. long burst test cylinders (IAS5798-501) 

I: 
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3-In.  Dia.  by 9-In.  Long Burst Test 
Cylinders  (Dwg.  No.   1A35798) 
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k-In.  Dia. by 6-In. Long Interlaminar 
Shear, Fiberglas-to-Fiberglas, Compression 

Test Specimens (Dwg. No. 1A35800) 

16-In. Dia. by 12-In. Long Compression 
Test Cylinders (Dwg. No. 1A35802) 

Figure 3. Bench Test Specimens. 
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6-In. Dia. by l8-In. Long Segmented Joint 
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25-l/2-In. Dia. by 20-In. Long Compression 
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Clamp Pull Test 
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Wedge Shear Test 
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Figure k.    Bench Test Specimens (Continued) 
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have been tested in addition to the twelve cylinders reported in Quarterly- 

Progress Report No. 1. The  two specimens were tested to determine the 

effects of using a cure cycle of h  hours at 120OF, 2 hours at l80OF, and 

2 hours at 250 F instead of a cure cycle of 2 hours at 200OF and 3 hours at 

kOO  F as was used on the -501 cylinders reported in Report No. 1. These 

cylinders were tested in the same way as described in Report No. 1 for the 

first twelve cylinder tests (i.e., the cylinders were pressurized internally 

with water until failure).  Failure was in hoop-tension in the circumferential 

wrap, and occured in both cylinders at their approximate midpoint. The test 

results are presented in Table k  and Indicate that lower strengths are 

obtained when using a "120-l80-250OF" cure instead of a "200-k)0OF" cure. 

However, the data is inconclusive since the outer fibers of the cylinders were 

too dry (too low a resin content). This situation might have caused premature 

failure. The percent of resin content was not obtained for these specimens 

because they shattered at failure. 

"T 
y 

2.5'2    Lap Joint Specimens 

Eighteen lap joint specimens (Dwg. No. IA39050) have been fabri- 

cated in addition to the fifteen specimens tested and reported in Report No. 1. 

These specimens were made by bonding tapered steel end fittings to a fiber- 

glas laminate.  They will be tested to evaluate the bond strength of different 

adhesives.  Three specimens for each of six different adhesives are now ready 

for test. Tapered end fittings were used since data from the first fifteen 

lap Joint tests (see Section 2.2.2.1.2 of Quarterly Progress Report No. l) 

showed that this configuration develops the most strength. 
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2-5.3     k-In.  Dia, ty 9-In. Long Interlamlnar Shear Tension Test Specimens 

Ten h-in.  dla. by 9-in. long interlamlnar shear tension test specimens 

(Dwg. No. IA358OI) have been tested. Six of these specimens were tested to 

determine the ultimate shear strength of a fiberglas to metal bond using JM-97 

adhesive. Ttoe remaining four specimens were fabricated using modified fittings 

salvaged from the first six specimens tested. Hiey vere tested to evaluate 

the effect of modifications of the fittings on the shear strength values. 

The first six specimens tested vere fabricated using steel end 

fittings which had been vapor degreased, grit blasted, and cleaned with 

acetone. The end fittings were assembled on a mandrel and.  SM-9T film adhesive 

was applied. Forty-two plies of "B"-staged tapes were laid up to fonn the 

longitudinal laminate  The "longitudinals" overlapped the fittings of the 

-1, -501, and -503 specimens 1-lnch, 2-inches, and 3-lnches respectively 

to give various shear areas. Forty-two plies of circumferential wrap were then 

applied over the "longitudinals." One hundred ends of HTS glass per inch 

per ply of circumferential wrap were used.  The assembly was cured k  hours at 

1200F, 2 hours at l30oF, and 2 hours at 250oF. 

Each of the six specimens were mounted in a Baldwin 400,000 pound 

tension-compression machine (see Figure 5)- A test jig with spherical seating 

was used so that the parts would align automatically under load (see Figure 6). 

The specimens were loaded at a uniform rate until failure. Results are shown 

in Table 5.  Load versus deflection was recorded for each specimen.  (See 

Figure 7 for typical load versus deflection plot.) 
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Figure 7. Typical Load vs. Deflection Plot for the Interlaminar 
Shear Tension Tests. 

19 



All six specimens failed in the bond material except the No. 1 

specimen of IA358OI-I (see Figure 8).  The No. 1 specimen of -1 failed pre- 

maturely because the adhesive had not bonded to the steel. This lack of 

bonding is probably due either to faulty fabrication or to deterioration of 

the FM-97 vhich had been left at room temperature for a veek. 

Failure in all six specimens occurred at one end only.  The ends 

vhich had not failed were prepared as shown in Figure 9 and loaded in com- 

pression in the Baldwin tenslon-coiqoression machine until they failed. 

Ccmipressive failure loads are presented in Table 5.  Since the specimens 

were designed for tension tests, there was no guarantee that opposite faces 

of the specimens were parallel.  Compressive failures might have occurred 

prematurely if the faces were not parallel. 

The remaining four interlaminar shear test specimens were fabri- 

cated using "notched" or'tapered" fittings salvaged from IA358OI-50I and -503 

tests described above.  Each "notched" specimen used salvaged IA358OI-5OI 

fittings (with a 2-inch shear length) that vere reworked by machining a .(AO- 

inch deep by 1/2 inch radius notch 1 inch from the inside end of the fittings. 

Each "tapered" specimen was made from salvaged IA3580I-503 fittings (with a 

3-inch shear length) that were reworked by tapering the original constant .312- 

inch thickness to .063-in. in a length of 3 inches. The four reworked speci- 

mens were assembled identically to the first six specimens except as follows: 

The steel fittings were treated with Pre-Bond 700 (an alkaline cleaner). The 

FM-97 film adhesive was applied Immediately upon removal from refrigerated 

storage.  Sixteen plies of 20-end HTS rovings were used for circumferential 

wrap instead of 14-2 plies of single end HTS. Also, the assembly was cured for 
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COMPRESSION TEST SET-UP FOR UNFAILED ENDS OF iNTERLAMINAR SHEAR 
TENSION TEST SPECIMENS 

FIGURE  9 
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2 hours at 120OF, k  hours at l80oF, and h  hours at 250°? instead of for h  hours 

at 120OF, 2 hours at l80OF, and 2 hovu-s at 250OF. 

The four reworked specimens vere tested in tension and compression 

in the same way as described for the first six specimens. Results are shown 

in Table 6. All four reworked specimens failed in the adhesive (see Figures 

10 and 11). 

2.5.4    6-In. Dia, by l8-In. Long Segnented Joint Test Specimens 

One of the six 6-in. dia. by l8-in. long segmented joint test speci- 

mens (Dwg. No. 1A35804) has been tested.  The specimen was fabricated on a 

salt mandrel as follows: All steel end fittings were vapor degreased, grit 

blasted, cleaned, and primed with 226A primer (to assist application of adhe- 

sive film). The inner ring end fittings were then installed on the mandrel 

and four plies of 20-end HTS USP (u G Polymeric) E Jlk pre-preg were wound 

between the end fittings to provide a level surface for the longitudinals. 

FM-97 film adhesive was applied to the end fittings and 27 plies of 

l/2-inch wide Douglas pre-preg tape were laid up to form longitudinals.  The 

segmented end fittings were cleaned, the same as the inner ring end fittings, 

and Installed.  Then E 71^ pre-preg circumferential wrap was applied (see 

Figure 12). The assembly was cured 3 hours at l8o F and h  hours at 250 F. 

The salt mandrel was then washed out and the part post-cured k  hours at 

350 F (the temperature was raised to 350 F In 50 F increments over a l-l/2 

hour period).  The part was cooled too rapidly after post-cure and as a 

result, circumferential cracks developed. These cracks were enlarged by 

torsional loads applied during final machining of the specimen ends. 
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FIGURE 12 
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The specimen was tested in a J+00,000 lb. Baldwin canpression-tension 

machine (see Figure 13). It vas loaded in tension until it failed. Failure 

occurred at 228,000 lbs. Investigation showed that the fiberglas-to-metal 

bond (FM-97) had failed, thereby allowing the longitudinal laminate (stave) 

to pull out of the Joint (see Figure 1^). Failure of the bond is believed 

to be due to deterioration of the FM.-97 while at room temperature. 

A second joint-test specimen has been completed using Lefkoweld 

No. 157 paste adhesive instead of FM-97.  This specimen will be tested within 

one week.  Circumferential cracks in the specimen were prevented by cooling 

the specimen more gradually after post-cure and by being more careful with 

the specimen during final machining. 

|! 
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I 

I 

i 

The remaining four joint test specimens will be fabricated and 

tested at the rate of one per week.  This staggered fabrication and testing 

schedule has been adopted so that any modifications indicated by test results 

can be integrated into the design and fabrication of subsequent specimens. 

The four specimens will be constructed with premolded staves instead of 

"hand laid" longitudinals.  Excellent results were obtained with several 

"trial-run" premolded staves which were formed using matched dies (see 

Figures 15 & 16). These premolded staves were made by winding E 71^- pre-preg 

on an "end-over-end" form (see Figure 17). The windings were then removed 

from the form and press-molded between matched dies at 300 F. 

2.5.5    if-In. Dia, by ^—l/2-In. Long Interlaminar Shear, Metal to Glass, 

Compression Test Specimens 

Six 14-in. dia. by lt-l/2-in. long interlaminar shear, metal to 

I 
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TEST SET-UP FOR SEGMENTED JOINT TEST SPECIMEN (AFTER FAILURE) 

FIGURE 13 
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glass, conrpresslon test specimens (Dwg. No. 1A35799) have been tested. The 

No. 1, -1; No. 2,  -Ij and No. 1, -503 specimens were fabricated as follows: 

hlkO  steel fittings were vapor degreased, grit blasted, and washed with ace- 

tone. 514-97 film adhesive was "heat-tacked" to the steel. Sixty-six plies 

of "interim" tape (impregnated with 2638.6 resin) were applied to form the 

longitudinal laminate. The "longitudinals" overlapped the fittings of the 

-1, -501, and -503 specimens l/2 inch, 1 inch, and 1-1/2 inches respectively 

to give various shear areas. Twenty plies of circumferential wrap were ap- 

plied over the "longitudinals." One hundred and ten ends of single end HTS 

glass per inch per ply of circumferential wrap were used.  The assembly was 

cured k  hours at 120OF, 3 hours at 190OF, and 6 hours at 250OF. The No. 1, 

-5OI; No. 2, -501; and No. 2, -503 specimens were fabricated as described 

above except thirty-six plies of tape were used for the "longitudinals," ten 

plies of 20 end HTS roving were used for circumferential wrap, and the assembly 

was cured k hours at l80 F and k  hours at 250OF. 

The specimens were tested in a Jf00,000 lb. Baldwin compression- 

tension machine. They were loaded in compression until they failed (see 

Table 7 for test results) and load versus deflections were recorded (see 

Figure l8 for typical load vs. deflection plot). The portions of the speci- 

mens which failed were cut apart for inspection. (See Figure 19 for typical 

failure). The No. 1, 1A35799-1 specimen failed partially in the bond and 

partially in interlaminar shear of the fiberglas laminate. The No. 2, -1 

specimen failed In the bond.  Specimens No. 1, -501; No. 2, -501; and No. 1, 

-503 failed in Interlaminar shear of the laminate. The No. 2, -503 specimen 

failed because the laminate had not bonded to the steel. 
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DEFLECTION 

Figure 18. Typical Load vs. Deflection Plot for Interlaminar Shear, 
Metal-to-Glass, Compression Test Specimens. 
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2-5.6 k-ln.  Dia, by 6-In.  Long Interlamlnar Shear,  Flberglas-to-Flberglas, 

Compression Test Specimens 

All six of the k-ln. dla. by 6-in. long Interlamlnar shear, flberglas- 

to-flberglas, compression test specimens (Dwg. No. IA358OO) have been completed. 

They will be tested within one week. 

2.5.7 16-In. Dia, by 12-In. Long Conrpresslon Test Cylinders 

Fabrication of two of the six l6-in. dla. by 12-in. long compression 

test cylinders (Dwg. No. IA.35802) has started. Fabrication is approximately 

two weeks behind schedule.  This time lag is not serious because it will not 

delay the fabrication and testing of other items. All six cylinders should 

be completed within five weeks. 

2.5.8 25-l/2-In. Dla. by 20-In. Long Compression Test Cylinders 

Tooling for the 25-l/2-in. dla. by 20-in. long compression test 

cylinders (Dwg. No. IA35803) should be completed within two weeks.  A small 

glass fabric cylinder has been constructed to assist Elastomer Research in 

casting tests of inert propellants (plastlsols) which will be suitable for 

casting into the 25-l/2-in. dla. compression cylinders.  A suitable plastl- 

sol with a tensile modulus of 200 psi at room temperature has been developed. 

However, 800 psi plastlsols are cracking on surfaces exposed to oven heat 

and air.  A solution to this problem is being sought. 

2.5.9 Clamp Pull Test 

A clamp pull test (Dwg. No. 1A39^1T) has been performed to verify 

i)-3-in. dla. segment clamp strength. The simulated clamps were "assembled" 

and loaded to 2h,000  lbs. tension in a Baldwin ii-00,000 pound tension-compression 

33 



1. 

machine as shown in Figure 20.  The clamps slipped apart at this load.  Mis- 

alignment of the clamps probably caused them to slip apart.  The clamps for 

joining the 1+3-in. dia. subscale segments are not expected to slip off during 

burst testing since they will be correctly aligned during installation.  If 

the clamps are correctly aligned, then friction forces and a restraining 

band (see Figure 22) will prevent slippage. The clamps were "reassembled" 

and a C-clamp was installed to insure alignment of the parts during test. 

The clamps were reloaded and failed (by shearing of the small clamp leg as 

shown in Figure 2l) at 39,000 lbs., or 1^5 percent of design ultimate load. 

2.5•10    Wedge Shear Test 

A wedge shear test (Dwg No. 1A39826) has been added to the bench 

test program. This test (see Figure k)  will be used to evaluate a new stave 

anchoring concept which may prove superior to the existing anchoring concept. 

Detail parts for the test are being fabricated. 

2.6      lt-3-In. Dia. Subscale segnents 

Tooling for construction of the 43-in. dia. subscale segnents 

should be completed within three weeks.  Two of the four 43-in. dia. "inner" 

joint rings (see Figure 22) are finished except for tapering. The other two 

inner joint rings are finished on their inside surfaces. Four li-S-in. dia. 

"outer" segmented joint rings have been rough-machined and should be completed 

within three weeks.  Clamps and bands necessary for testing assembled kS-ln 

dia. segments are about 75 percent finished and should be completed within 

two weeks. 

Two of the 43-in. dia- test closures are completed and the third 

will be finished within two weeks.  In about three weeks, two of the closures 

will be assembled "back-to'back" and proof-tested. All test hardware for 

this test is completed. 
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CLAMP PULL TEST 

FIGURE 20 
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CLAMPS (AFTER FAILURE) 

FIGURE 21 
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r 2.7      Outline of Work for Next Quarter 

A brief description of work expected to be accomplished during the 

third quarter of segmented motor case development follows: 

A. Bench Testing 

The following work will be accomplished on the bench test 

program: 

a. Five 6-in. dia. by 18-in. long segmented Joint test speci- 

mens (Dwg. No. 1A35804) will be tested. (These tests will 

be in addition to the specimen already tested.) 

b. Six k-tn. dia. by 6-in. long Interlaminar shear, fiberglas- 

to-fiberglas, compression test specimens (Dwg. No. 1A35800) 

will be tested. 

c. Six 16-in. dia. by 12-in. long compression test cylinders 

(Dwg. No. 1A35802) will be tested. 

d. Six of the twelve 25-l/2-in. dia. by 20-in. long compression 

test cylinders (Dwg. No. 1A35803) will be fabricated. The 

study on the formulation of the inert propellant for these 

cylinders will be continued. 

e. Three wedge shear test specimens (Dwg. No. 1A39826) will be 

tested. 

Results from these tests will be analyzed and, in addition, analysis 

of tests previously completed will be continued. Any changes indicated by 

these analyses will be incorporated into the design of the k3-in.  dia. seg- 

ments . 

k3 



B. Non-Scheduled Teetlng 

Approximately 20 NOL rings will be tested to provide additional 

information on various pre-preg resin systems and cure cycles. 

C. 

I 
I 
I 
I 

kZ-ln.  Pia. Subscale Segments j 

The first pair of US-in. dia. segments (including assembly 

clamps and bands) will be completed. The proof test closures       | 

will be proof-tested and then the first pair of h3-in.  die. _ 

segments will be burst-tested. 

I 
D.  Scale-Up Study 

The feasibility study of scaling the ^3-in. dia. sübscale seg-       J 

ments to full-size l60-2UO-inch diameters will be continued. 

D 
I 
I 

kh 

— r 

1 



REFERENCES 

1. Statement of Work, Contract No. AF 0J+(6ll)-8l84. 

2. Layout, Segmented Booster Case, Douglas Drawing No. 1A36750, dated 

June 1, 1962. 

3. Strength of Metal Aircraft Elements, Military Handbook MIL-HDBK-5, 

March I96I. 

h.        Gomza, A., "Stress Concentration Factors,"  in Product Engineering, 

July 1957. 

5. Stress Manual, Douglas Aircraft Company. 

6. Marks, Lionel S., Mechanical Engineerö' Handbook, Text Book Edition, 

McGraw-Hill Book Co., Inc., New York, 1951. 

7. Seely, F. B. and Smith, J. 0., Advanced Mechanics of Materials, 

John Wiley and Sons, Inc., New York, 1932. 

8. Hetenyi, M., Beams on Elastic Foundations, The University of Michigan 

Press, Ann Arbor, 1946. 

9-   Peterson, R. E., Stress Concentration Design Factors, John Wiley and 

Sons, Inc., New York, 1953. 

10. Greszczuk, L. B,, Douglas Aircraft Company, (Unpublished notes), 1962. 

11. Vreeland, R. H., Douglas Aircraft Company, (Unpublished notes), I962. 

12. Smith, R. V., "Subscale Bench Tests for Development of Segmented Motor 

Case, Model DA-95," Douglas Aircraft Company Memo STR-Ull8l, dated 

August 29, 1962. 

13. Smith, R. V., "Subscale Bench Tests for Development of Segmented Motor 

Case, Model DA-95," Douglas Aircraft Company Memo STR-4ll8l-l, dated 

October 17, 1962. 

^5 



Ik. 

15. 

Carpenter, R. G. and Jeffue, T. R., "Quarterly Progress Report No. 1, 

Segmented Rocket Motor Case Program," Douglas Aircraft Company, dated 

IT August 1962. 

Todd, C. F., "7090 Computer Program, F^9, «Distribution of Shear and 

Direct Stresses in a Lap Joint,'" Douglas Aircraft Company Memo 

A2-260-M/CES-FW9> dated August 30, 1962. 

■"I 

1 

i 

i 

k6 

! 

i 



1 

APPENDICES 

kl 



ra 

APPENDIX A 15 

COMPUTER PROGRAM FOR THE DETERMINATION OF 
STRESSES IN LAP JOINTS 

The following computer program (Fortan Program, F^S?) is now available for 

the determination of shear and direct stresses in lap joints. D 

I: 
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I 
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I. FUNCTION: 

To compute direct and sheax stresses in a lap Joint (see fig.l) 
rrom the following pair of simultaneous differential equations. 

1) A^" + 2VV + (A2" " G/E2b)02 " m^EX^aX 

2) A1o1" + 2A1*a1' + (A^' - ^E^a^^  - -(G/E2b)o2 

with ( ) V. ax( ) 

given as; 
where a. and CT0 are the unknowns. The A's are 

3) A1 m Ao(l -hCxx)1 

U) Ag - Bo(l +^x) 

where A , B , a @, n. m. are constants, o  o 

The "boundary conditions are: 

at x = o; 

at x B L; 

ö2 = a20 ' 01 " 0 

02 - ö21 ' 01 10 

The relationship of2^ shear stress, to a ,  a , A^,  and A^ is: 

5) ^ = A^' + A;L'a1 

or 6)^ = -AgOg' - A2'o2 

II. DEyELGR.ffiHT OF EQUATIONS: 

The above pair of simultaneous differential equations were re- 
duced to a linear differential equation for evaluating o and a.. 

Development of this equation is as  follows: 

Rewriting (l) and (2) above we have: 

7) Vs"+ 2W +Vö2-G/l3 (sf-sr^ 
a       or 

i 
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-- 

II. DEVELOPMENT OF EQUATIONS: (Cont'd) 

noting that: 

9) d2 (A^O 

10) d2 (A^) _    .. +2, .  . +A ., 
11 2/^' 

1    1 1 
dx 

We have by substituting (9) and (10) In (?) and (8) respectively. 

,2 
11) d (A2ag)   G/   °2 . ^ 

dx E2  E1 

12) d2 (A o )    ,   o   a 
1 :L  = G/h ( -i . -i ) 

dx 
E2  El 

adding (ll) and (12) we obtain: 

13) d (A^ + A1a1) 

dx 

integrating: 

14) d(A2a2 + A1oi) 

dx 

15) V2 + A1a1 c.x + c 
1    o 

From the boundary conditions under "Function", the coefficients 
(Cj^ and 0 ) may be determined. 
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II. DEVELOPMENT OF EQUATIONS; (Cont'd) 

16> Co * Bo a2ö 

17) C1 - (Ao(l +aL)a oi0 + Bo(l +(3L)
B 

Rewriting  (15) we have: 

18) ^ " C1X + Co - Vl 

Substituting   (18)  in  (12) we have: 

a21    Bo ff20) /L 

-"   -  v^-jL/         G 

dx^        "b 
a 

Letting: 

20) Y = A^^a 

Differentiating: 

21) Y'  = A^'   + A^^ ai 

{1.1 
LEi     E2 

( C1X + Co - Vl) ] 

The boundary conditions for Y eure: 

at X » 0;     Y «= 0 

at X - L;     Y - Ao(l -t-a L)n " 

Substituting (20) in (19) and rewriting (19) we obtain the 
desired equation: 

22)  d2Y 

LEiAi+ Ek j 
G_ 
bE, [C4^] 
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III.    METHOD OF SOLUTION: 

Equation  (22)  above con be approximated by a difference equation 
and in solving the simultaneous set of algebraic equations re- 
sulting form the requirement that this equation be satisfied at 
each of a not of equally opaced polnto  In the relevant Interval. 
* The set of N simultaneous  linear algebraic equations in y:, y«, 
...,y    are of the form: 

-2 [l-5h/l2 f(X;L)Jy(X1)    +     £L    +    h/l2 f Ogj yO^)    -   ^ KCX^- 

[ i   +  ^f(xo) 

[l + 
h/l2  f(X1)Jy(X1)-2   [l^h2 

/la fCXg) 

y(xo) 

yCXg)    +    [l    +    h/12 f(X3)J y(X3)    -   ^ K(X1) 

[l + 
h/l2 f(X2)]y(X2)-2   [l-5h/l2 f(X3)Jy(X3)    +    [l    +    h/^ f(X4)]  y(X4) •J2 ^(^3) 

[l + 
h/l2 t^) JyCV^   [1.5^  f(Vi)] y^^)  + [i + g fCy Jy(V   " i K(XN.1) 

[1 + 
h/i2 ti^) jyC^^-a [i.5h/i2 f(xN)] y(xN) 

[l + Vl2 f (X^) ]y(h+1) 

where from  (22)  above: 

12 K (V' 

G 
b LW^l7      +    E2VV   J 
G    rc^ + ^i 

:(Xi)   = ■ b E2 [     Ag^) J (i  =0,   1,  2,...,  N+l) 

K^) - k(Xi + h) + 101i:(Xi) + kCX^h) 

With y(X ) and yCXjj+n) the prescribed boundary conditions 

* "Introduction to Numerical Analysis" by F. B. Hildebrand - 1956 
McGraw-Hill - pp. 2kO~2kl. 

1 
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Method of Solution;  (Cont'd) 

and    j/ 
h + ^H+l 

ühe increment h, depends upon interval, L,  such that: 

0 < L ^ i h - .001 

1 < L r£. 2 h = L/lOOO 

2 < L <, 8 h - L/2000 

L > 8 h = L/kOOO 

a1 and a^  are conrputed from (20) and (l8) respectively. 

^ and A2 are computed from (3) and (4) respectively. 

By representing the-function, Y, with an interpolation formula employing 
differences and then differentiating this formula, the value Z can "be com- 
puted.  (See equation (2l) above.) The following formulas, which are the 
first derivatives of Newton's Formula I, Stirlings Pormula, and Newton's 
Formula II respectively, are used to evaluate "C . 

^o " ( '2^o + ^1 " 36y2 
+ 1^3 - 3y4) / 12h 

^i = ^ *i+3 " ^i+s + ^yi+i" ^^i-i + ^.2 - ^1-3) /6o* 

where i = 1, 2, 3, .. .,N 

! 

I 

I 
I 
] 
T 
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IV.     DEFINITION OF SYMBOLS; 

SymboL 

1 

A2 

a 

? 

b 

El 

E2 

G 

L 

oL0 

a2 

o20 

a21 

Description 

Total area of section 1 at X " 0 

Total area of section 1 at any point x 

Total area of section 2 at any  point x 

Coefficient describing the taper of 
section 1 

Coefficient describing the taper of 
section 2 

Total area of section 2 at x - 0 

Thickness of glue line 

Modulus of elasticity of section 1 

Modulus of elasticity of section 2 

Shear modulus of gliio 

Leny;th of lap joint 

Exponent describing the taper of 
section 2 

Exponent describing the taper of 
section 1 

Direct Stresses 

Shear 

Units 

inches 

2 
inches 

inches 

l/inches 

l/inches 

2 
inches 

inches 

psi 

psi 

psi 

inches 

psi 

psi 

psi 

psi 

psi 

psi 
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V. STORAGE USED; 

Symbol 

T 

B 

DD 

RR 

Dimension 

8002 

hOOO 

hOOO 

hOOO 

hOOO 

Ik 

Description 

T(800l) - T(U001) are 
allowed for storage of 
solution. All other 
T storage is temporary 
storage. 

Coefficients of N simul- 
taneous difference equa- 
tions . 

Coefficients of N simul- 
taneous difference equa- 
tions. 

Coefficients of N simul- 
taneous difference equa- 
tions . 

Coefficients of N simul- 
taneous difference equa- 
tions . 

Data Storage 

Reference run data storage 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

\ 

F 11 Temporary Storage 
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VI. INPUT: 

'Instructions for filling out the load sheet are 
as follows: 

The reference run * and case number must be fil- 
led in on each load sheet. 

A value must be entered for every quantity list- 
ed on the load sheet. 

The decimal point is assumed to be left Justi- 
fied in the value field and the following rela- 
tionship holds: 

Value X 10 Quantity 

^Zero's are entered in the reference run field 
if the reference run capability, which is availa- 
ble in this program, is not used. 

VII. INPUT RESTRICTIONS: 

For L<1. enter only three significant digits, 
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VIII. OUTPUT: 

The output vilX  oonslst of vwlwoa for aroao, 
Al and A2' direct stresses, a and a ,  and 
sRear stresses,^ for x = O/AX, 2AX, 3&X,..JL. 
The number of values output will depend of the 
the length of the lap Joint, L,  such that: 

Length of Lap Joint 

0 < L ^. 1, * 

l.< L ^ 2. 

2.< L <- 8. 

L > 8. 

Values Output 

0< V< 50 

21 

kl 

81 

Reference should be made to the output from 
the test case for the print format of the a- 
bove stresses. 

■«The increment. Ax = .02, is used in this in- 
terval however the last increment may vary 
from .02 to .039. 
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IX.     FIGURES 

n 

'20 ® 
O       )—- 10 

21 

^^ x 

FIGURE   1 
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SHEAR STRESSuS IN LAP JOINTS 

7C90 D-sTA LOAD SHEET 

DATA INPUT 1 

PREPARED BY C^.   &     'fÜhh 

PAGE L 

DATE «, 

OF 1 
t-isr-ux 

1 

CNOINEBR. VALUE a 10B - QUANTITY 
MUST BE TILLED IN POR 

PROPER PROCESSING 

ttlOA 

r^sr ^4 s£ 
DESCRIPTION QUAN LCC l{             VALUE              'r.;    E 

SHEAR MODULUS OF GLUE G     13, 0.0.0, M    l/.^/o,    , ,   ,   ,   1   10,4! 
MODULUS OF ELASTICITY 9F SECTION 1 E,    !0. 0.0^0  2i    ^ loot 

MOOULUSOF ELASTICITY OF SECTION 1 E2 
0.0 0.0.31   1^. , , , ! i^,? 

THICKNE5SOF CLUE LINE b 0 0 0 0 4     !/ 
11          ,         1 / .    . , ■ ■ hk/ 

AREA OF SECTION  1   • X - 0 Ao 0 0 0 0  5 l/.P,6- 
*» , , , i 'vM 

ARE-> OF SECTION 2»X- 0 Bo OOOOöj    ! y 2,^ \o./> 
COEFFICIENT DESCRIBING THE TAPER OF SECTION 1 a 0 0 0 0 71    L . ! 1^, 
COETFICIENT DESCRIBING THE TAPER OF SECTION 2 ß   |o 0,0,c,2'  ü:^ 9 . ,     1 Wo 
STRESS IN SECTION 1 • X - t* ".0 

c 0.00,9,   :7,.<2 1-7/1 
STRESS IN SECTION 2 • X - 0 ".0 

0 00 ic,   i^  , ^;! 
LENGTH OF LAP JOINT 1. 0 0 0   11 1/.^,/ ,   ,   .   i   i^./l 
EXPONENT DESCRIEING THE TAPES OF SECTION 2 m 0 0 0   12 -!/,5;; 3, ,   ,   ,   i   k?i 
EXPONENT DESCRI3ING TiE TAPER 0?  SECTION  I n 0 r.-c 1 3 1. 

1/. , !",( 
STRESS IN SECTION  2 » X - L ^i 0 0 0   14 1?, b.f 

KEYPUNCH:   STANDARD INPUT 1 

XI.     SAMPLE PROBLEM INPUT. 
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APPENDIX B H 
STRENGTH ANALYSIS 

The expression for Z used in Appendix A (Strength Analysis) of Quarterly- 

Progress Report No. 1 is Incorrect. The following strength analysis is iden- 

tical to the one appearing in Appendix A of Report No. 1 except the correct 

expression for Z is used. 

Loads 

The h3~ln. dia. segmented motor case represents a subscale version of the 

160-in. dia. motor case. The full-size (l6o in. dia.) motor case has in- 

ternal pressure, exterruu. pressure; and axial, lateral, and bending loads 

acting on it. However, the design of the 43-in. dia. motor case is based 

primarily on a chamber pressure of 2000 psi. (Reference 1.) Being a proof 

pressure, this must be considered as a limit load. 

The axial load per inch of circumference is: 

N = ^ 
"x   2 

R = 21.7 in. (mean) 

= 2000 x 21.7    =    21>700 lb/in< 

Nx  =  1.25 x 21,700 = 27,125 lb/in. 

The boop  load per  inch of length is: 

N    = p R = 1+3^00 lb/in. 

N    =  1.25 x 1+3,^00 =  5^,250 lb/in. 

Reference 2 

Tension (Limit) 

(Ultimate) 

Tension (Limit) 

(Ultimate) 
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Analyais of Clamp 

Shear of the clamp through 

Sectloii A-A 

A = 1.0 x 0.30 = 0.3 in.2 

T= Z=?7^:L25 x 1.0 
A 0.3 

90,U00 psl. 

Fsu = 10^000 P8i 

.85 

Sym 

5 

:^ ^-Ui 
z ̂J 

Ref.   3,  Table 2.2.2.0 (b) 

I 
I 
I 
I 

109,000 
M-S-   =    90,400  -  1 *    ^1 

Bending and  tension at Section B-B 

.-i-^-.to^-o.^^ 

bh3      1.0  (.85)3 i 
1  = 12~ =  12^ = 0-0511 in. 

A = 1.0 x 0.85 = O.85  in.' 

M = 27,125 x 0.66 =  17,900 in.   lb. 

°-M-Stif'%^   - «8,700 + 31,9» 

a = 180,600 psi 

F      = 180,000 psi tu 

M _        180,000      . 
M•s• = 180,600 " 1 .00 
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Bending of the lip through Section C-C 

Assuming a uniformly varying load as showr. 

M = 27; 125 x 0.195 = 5280 in.-# 

z = I-
0 (O-^)2 = .0338 in3 

p ^-L 
J 

i 

Fillet Radius = r =   .07 in. 

Plate thickness = t =   .k'y in. 

r       .07 
t = 7^5 = 

Ky =  1.60 

.156 

Ref.   '+,   page  223 

a =  1.60 ^H^ = 2k9,O00 pci. 

F^     = 250,000 psi.   (based on yield) 
bu 

Ref. 5, Section 93.31 

' 

M c   250,000  ! _  00 M'S- = 2^9,000 - ! - -OO 

Analysis of Band 

The 1-1/2°  angle between the mating surfaces of the clamp and the hook im- 

poses a radial force at these surfaces.  It is assumed that this radial force 

is reacted by friction between the surfaces. 

7150 lb/in. 

27,360 lb/in. 

Ko Friction 

£ir^_J 
27,125 lb/in. 

With Friction 
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The static coefficient of hard steel on hard steel is given by Reference 

6 on pages 218 and 219 as 

Dry        -   0.78 

Oxide Film  -   0.2? 

Greasy      -   0.0052 to 0.23 

The sliding friction coefficient is 

Dry -   0.1+2 

Greasy      -   0.029 to 0.12 

I 
I 
I 

f 

tan 7-1/2° = 0,1317 

The sliding coefficient is more applicable because of the relative circum- 

ferential motion between the segmented clamp and the one-piece hook. 

Relative motion between the band and the clamp segments can be minimized 

by adding a lubricating film between the two. It Is assumed that a flln of 

Teflon separates the two and reduces the load to zero. 

Then the strap is designed only to take hoop tension loads due to expansion 

of the joint In the radial direction. Material of the strap is half hard 

301 stainless steel. 

Change of radius of the Joint is 

AR R P 
Et ^-l) 

p = 2000 x 1.25 = 2500 psi 
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r 

\ 

R = 21.8 in. 

t = 1.5 in. 

l/= 0.3 

E = 30 x 10 psi 

^ =    (21.8) 2500  (1 . 0^) = <0225 in< 

30 x 10 x 1.5 

Stress in the strap 

0 = 
E« AR 

R' 

E' = 26,000,000 psi 

R' = 22.8 in. 

Reference 3, Table 2.2.3.0 (b) 

26 x 10 x .0025   „c vnn „^^ 
a =  227B  = 25''00 Psi 

Ft = 150,000 psi 
u 

Reference 3, Table 2.2.3.0 (b) 

Efficiency of spotwelded sheet = .95 Reference 3, Fig. 8.1.2.3.1 (b) 

150,000 X .95      ,      K cL 
M-S- =  25,700 " :L     ^'^ 

The strap is attached with seven spotvelds. 

P =  a A = 25,700 x 1.5 x  .025 = 96^ lbs. 

PALL0W =  T x  580 = 4060 lbs. Ref. 3,  Table 8.1.2.3 (a) 

M.S. = ^g - 1 = Ml 

Other parts are satisfactory by comparison. 
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I 
Analysis of Compoaite Joint 

Section D-D 

X -(29 x .30 x .130)+(6 x .13^ x .366)+(29 x .6^ x 76) 
T?9 

.150)+(6 
x  .30)+ (6 x .135)+(29 x .65) 

7     1-306 + .298 + 1^.330 
=   b.70 + 0.01 + 10:52" 

X = 
20.33 

X =  .563 In. 

R = O.89" 

2    +           6 x 106 .„ =-    t2 =  r    X.135  = 
El      2      29 x  10b 

I 
I 
I 

.028" 

I 
I 
I 
I 
I 
I 
I 
I 
I 
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r 
Z = - 1 + 

*! + ^ + 1^ ^ 

log (R + t^ + tg + t - X) 

E 
+ (-i - 1) loge (R + ^ + t2 - X) 

+ (!--£) loge (R + t:L - X) - loge (R - X) 

Z = - 1 + ■ 89 
r^5 + .30 + .020 log (.89 + 1.085 - -563) 

+ (.207 - 1) logo (.89 + .30 + .135 - .563) 

+ (1 - .207) loge (.89 + .30 - .563) - loge (.89 - .563) 

Z = - 1 + .911 [ .31+53 + -793 (- -^670 + .272) + 1.118] 

Z = - 1 + 1.191 = .191 

The maximum bending moment in the hook (section D-D) can be obtained using 

the analysis given in Appendix E of Reference Ik. At section D-D the ex- 

pression for bending moment is given as 

El « = -, A1 Ag + A2 A7 - 2 a /S (A^^ + A3 AT)  J 
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where the various parameters are defined In the Appendix. Since the curved 

Joint has a continuous Inner ring and a hoop overwrap, these essentially 

constitute an elastic foundation, the modulus of which is given as: 

E2 ^    El S 
—5— + —r- 
a       a 

Evaluating k. 

k _ 6 x 10 x .3 + 29 x 10 x .63 

(21.7)2 (21.7)2 

k = I+.39 x 10 lb/in3 

The flexural rigidity El at the composite section is 

EI = 29x10^(.30)3 + ^ x io6 x >3o ( ^^ + 6xl0
6(.135)3 

12 12 

+ 6 x 106 x .135 (.196)2 + g9-JLJ0   x (.65)3 + 29 x io6 x   65 ^^2 
12 

ft o 
EI = 2.972 x 10    Ih-in 

The value of 7] Is 

*? = EI +  1 = (.89)U x U.39 x 10^    + 1 = li00l+625 

2.972 x  10° 

The values of Q and ß are 

5=   / V + 1    =     / !• 00^625 + 1 

70 

=  .0^809 

= 1.001156 
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; 

It will be assumed that the joint constitutes half of the ring so that 

7= 90° = Jt/2 

then 

a J = .07554 

^ I = 1.57262 

Y10  = cosh a I cosyg I = (1.00283)(- .00182) = - .001825 

Y20 = sinh a i sin/3 § = (.0756o)(l.OOO) = .07560 

Y30 = cosh a I sin ^ J = (l.OO283)(l.O00) = 1.00283 

Yk0  = sinh a J cos /S J = (.0756o)(- .00182) = - .000138 

Using the above values it is now possible to evaluate the A's. 

A1  = .030686 x 10 

f 
A2 = .0007^1 x 10 

A5 = - A07520 x 10 

A6= .0 

A- = .039071 x 10 

Ak = - .019520 x 10 

A^, = .007280 

Ag = - .000176 

Evaluating Jy 

Jy = {-  .19520 x 10') [(.039071 x io6)(- .000176) - .0007U1 x 106] 

+ (- .»107520 x 106)  [(.039071 x 106)(.007280) + .030686 x 106)] 
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^=  10       flA.600   -  12,621.1 

Evaluating M/EI 

12.617 x 109 j 

gj ^—2     [(.030686 x 106)   (-.000176) + (.0007^1 x 106)(.007280)] 

-  (.09629)     [.030686 x 106 + (.039071 x 106)(.007280)j    £ 
^ 

M_ 
El 

M 
El 

376^.8 I 

-3T6^8P 5 = 298.39 P x 10-9 
12.617 x 10y 

I 
I 
I 
I 

I 
I 
I 

The maximum bending stress Is given as 

M 
0 = Kl1il ylEl 

where E Is the modulus of elasticity of a fiber at a distance y1 from the 

centrold, and K Is the factor which takes Into account the nonlinear stress 

distribution (curved beam effect) across the section, 

1 "  y1 Ej^ R A 

Substituting the values for various parameters yields (note that for inner 

surface, y Is negative) 

.563 V+^^.^-klA    ^972x10^ 
- .563 (29 x 106)(.89)(.978) 

K, = 1.68 
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I 

Finally the stress due to bending Is 

aB == (.168)(298.39 x 10"9)(.563)(29 x 106) P 

aB = 8.2 P 

The direct stress at any section is given as 

PE. 
ffi = E1 t1 + E2 t2 + E1 t3 

In the upper portion of the hook 

(i = 1, 2, 3) 

11-^ 

29 x 10 P 

f 29 x .30 + 6 x .135 + 39 x .65] 

29 P 
2873^ 

a1 =  1.023 P 

Hence the total maximum tensile stress in the hook is 

a = 8.2P + I.023P = 9.223P 

Since P = 27,125 lbs/in 

oT = 9.223 (27,125) 

aT = 250,000 psl (Tension) 

FBU - 250,000 

M.s. = 250,000 
250,000 

1 = 0.00 
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9 

For the lower portion of the hook, i.e., y = .522, the value of K is 

.6 

3      .522 (29 x 106){.89)(.978) 

I 
I 

K- « .66 

while the bending stress is 

(.66)(298.39 x 10"9)(.522)(29 x 106) P 

aB = - 2.99 P 

For  section (3)  the direct   stress  is 

aB =  1.022 P 

Hence the total stress is 

o = -2.99 P + 1.022 P = - 1.968 ?, 

or finally. 

aT = - I.968 x 27,125 = - 53,^OO psi (Compression) 

The maximum bending stress in the plastic stave is 

M 
aB = K2 (fT^3^ E2 

where 

1 + 1 ( 
1 ,  y2 ) El 

K2 = 
nm V Ho _ o7?S' Z   R + y2/J [1 + ^91 KW^mh    g-9T2xlO 

y2 E2 R A 
- .263 (6 x 10°)   (.69)  (.978) 

I 

K0  =  2.598 

7^ 

I 
J 



The bending stress is 

ffB = (2.598)(298.39 x lo"9)(.263)(6 x 106) 

cr^ = 1.222 P 

The direct stress for the stave is 

6 x 10 P 
 z 
28.36 x 10 

.212 P 

Hence the total tnaxirnum tensile stress in the stave is 

aT = 1.222 P + .212 P = I.I+3UP 

oT = l.klk  x 27,125 = 38,900 psi (Tension) 

For the stave 

F^ = 180,000 

hence 

M.S. 
180,000 
38,900 - 1 = 3.63 

Section E-E 

Pressure of the O-Ring groove at section E-E requires evaluation of stresses 

at that section. 
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f" 

-     f       -795 

Section E-E 

TT    (29 x 10    x .23 x .115)+(6 x 10    x .135 x  .298)*-(29 x 10    x .^3 x  .580) 
X   = > 7j 1—1 7^ ■ jr  

(29 x 10    x   .23)+(6 x 10    x  .13^ +(29 x 10    x  .43) 

*■£§   -0.-16 1»- 

r 
I 
I 
I 
I 
I 
I 
I 

For thle case 

R    '^^    .80 

E^ t2 .028 

Z =  -1 +  .80 
.1^3 + .23 + .020 ioge (.80 + .23 + .135 + M - .^16) 

+ (.207 - 1) log^ (.80 - .1+16 + ,23 + .135) 

+ (1 -  .207) loge (.80 -  .Ul6 + .23)  - loge  (.80 -  .Ul6)| 

I 
] 

Z =  -  1 + 1.120 =   .120 
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Examination of the previous calculation shows that the effect of hoop curva- 

ture for the cylinder of this size is small. Moreover, treating the ring as 

a curved beam gives conservative results, i.e., somewhat lower stresses are 

obtained if the hoop curvature is taken into account. For this reason the 

stresses at section E-E will be computed on the basis of curved beam theory. 

For this case the vertical component, R^, of R is 

Ry = R sin 1+5° = .80 x .70? = .566 

while 

M = .566 x 27,125 = 15,380 ln-lb/in. 

The flexural rigidity of section E-E is 

El 29xl0^x(.23)3 + 29 x 106 x 23  (>301)2 + 6 x 10^ (.135)^ 

+ 6 x 106 x .135  (.118)2 + 29 x 102 x (.U3)3 + 29 x ^6 x M {l6k)2 

El = 1.17^ x 10    lb-in2 

The value of K is 

I1 +_ TA CBO
3
?.379

)
1 j^ü:x io£ 

•379 (29 x lo6)(.8o)(.688) 

K * .716 
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The bending stress  is 

,        (.716)      13'?80    6 (.3T9)(29 x 106) B l.Yjh x 10 

tx« = 103,000 psi (compression) 

The direct stress is 

(27,125) sin 45° (29 x 106) = 27,900 psi 
"(29 x 106)(.23) + (29 x 106)(.43) + (6 x 106)(.135) 

Hence the total stress at section E-E is (at 0-rlng) 

oT = - 103,000 + 27,900 = - 75,100 psi (compression) 

If the 0-ring groove is treated as a fillet, the approximate value of factor 

K-, can be obtained from Ref. 9 (p. 69). 

d " .795 - •063 

ä       .795     3 

Kj = 1.85* 

Hence the stress at the fillet is 

T = 1.85 x 75,100 =  139,000 psi 

Fbu = 250,000 

Note:    A more exact value of K_ is being determined using photoelasticity. 
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Hence 

w e,      ■ 250,000      T   ft 

Analysis of Staves 

In the center of each segment, the staves resist the longitudinal loads. 

P = 27,125 lb/in. 

t = 0.135 in« 

1 

= £ = -ils 125  = 200,925 psi 
A ' 1.0 x .135 

F.  = 200,000 psi 

_ 200,000 _ ! = .00 
M'S- " 200,925 

Analysis of Hoop Wraps 

In the center of each segment, the hoop wraps resist the hoop loads because 

there is no helix angle. 

p = 5U,250 Its. 

t = 0.2k0  in. (Ref. 2) 

0 = ? = , ^.25oi,ö = 226,000 psi. A " 1.0 x .240 

F.  = 220,000 psi 

220,000  .     np 
M-S- " 226,000 -  ^ -  -   'Vd 
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APPENDIX C 

DISTRIBUTION   LlSr. 

1 

RMMP-4 
RMMP-2 
RMI^P-331 

RRRE-6 
Facility 

AF-4 Rocket Research Laboratories, DGS 
AP-11 Space Systems Div., Los Angeles 
AF-12 ASTIA (10) 
AF-14 Rocket Research Laboratories, DGPS 
AF-15 Wright Patterson AFB 
A-3 Frankford Arsenal 
A-IO Picatinny Arsenal 
A-ll Redstone Arsenal   (5) 
A-22 Picatinny Arsenal 
N-l Bureau of Naval Weapons, 
N-3 Bureau of Naval Weapons, 
N-4 Bureau of Naval Weapons, 
N-9 NOL/Whlte Oak 
N-14 ONR/Pasadena 
N-18 Special Projects Office 
N-23 Bureau of Naval Weapons, 
D-7 Scientific and Tech. Info, 
D-8 NASA, Cleveland 
D-9 NASA, Langley 
D-10 NASA, Greenbelt 
D-ll NASA, Huntsville 
C-l Aerojet/Azusa 
C-5 Atlantic Research Corp.  (2) 
C-18 Hercules/Wilmington 
C-24 Martin Company, Baltimore 
C-32 Forrestal Research Center 
C-37 Solid Propellant Information Agency  (3) 
C-39 Thiokol/Huntsville 
C-4l Thiokol/Elkton 
C-51 Goodrich/Rialto 
C-61 Rocketdyne, Canoga Park 
C-65 Lockheed/Redlands 
C-72 Aerojet/Sacramento 
C-73 Thiokol/Wasatch 
C-75 Martin Company/Orlando 
C-78 Wright Aeronautical Div. 
C-88 Hercules/Rocky Hill 
C-94 Minn. Mining and Mfg. Co. (2) 
C-97 Ford Motor, Aeronutronic Div. 
C-107 General Electric Co., Cincinnati 
C-116 Space Technology Laboratory 
C-124 United Technology Corp, 
C-125 Aerojet/Downey 
C-I29 Aerospace Corporation    (2) 
C-133 Thiokol/Ogden 

;3 
,3, 
3. 
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